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Important notes

The Abrites software and hardware products are developed, designed and manufactured by Abrites Ltd.
During the production process we comply to all safety and quality regulations and standards, aiming at
highest production quality. The Abrites hardware and software products are designed to build a coherent

ecosystem, which effectively solves a wide range of vehicle-related tasks, such as:

Diagnostic scanning;
Key programming;
Module replacement,
ECU programming;

Configuration and coding.

All software and hardware products by Abrites Ltd. are copyrighted. Permission is granted to copy Abrites
software files for your own back-up purposes only. Should you wish to copy this manual or parts of it, you
are granted permission only in case it is used with Abrites products, has “Abrites Ltd.” written on all copies,

and is used for actions that comply to respective local law and regulations.

Warranty

You, as a purchaser of Abrites hardware products, are entitled of a two-year warranty. If the hardware
product you have purchased has been properly connected, and used according to its respective instruc-
tions, it should function correctly. In case the product does not function as expected, you are able to
claim warranty within the stated terms. Abrites Ltd. is entitled to require evidence of the defect or mal-

function, upon which the decision to repair or substitute the product shall be made.

There are certain conditions, upon which the warranty cannot be applied. The warranty shall not apply to
damages and defects caused by natural disaster, misuse, improper use, unusual use, negligence, failure to
observe the instructions for use issued by Abrites, modifications of the device, repair works performed by
unauthorized persons. For example, when the damage of the hardware has occurred due to incompatible

electricity supply, mechanical or water damage, as well as fire, flood or thunder storm, the warranty does
not apply.

Each warranty claim is inspected individually by our team and the decision is based upon thorough case

consideration.

Read the full hardware warranty terms on our website.

www.abrites.com
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Copyright information

Copyright:

All material herein is Copyrighted ©2005-2021 Abrites, Ltd.

Abrites software, hardware, and firmware are also copyrighted

Users are given permission to copy any part of this manual provided that the copy is used with Abrites
products and the “Copyright © Abrites, Ltd.” statement remains on all copies

“Abrites” as used in this manual synonymous with “Abrites, Ltd.” And all it's affiliates

The “Abrites” logo is a registered trademark of Abrites, Ltd.

Notices:
The information contained in this document is subject to change without prior notice. Abrites shall
not be held liable for technical/editorial errors, or omissions herein.
Wiarranties for Abrites products and services are set forth in the express written warranty statements
accompanying the product. Nothing herein should be construed as constituting any additional war-
ranty.
Abrites assumes no responsibility for any damage resulting from the use, misuse, or negligent use of

the hardware or any software application.
Safety information

The Abrites products are to be used by trained and experienced users in diagnostics and reprogramming
of vehicles and equipment. The user is assumed to have a good understanding of vehicle electronic sys-
tems, as well as potential hazards while working around vehicles. There are numerous safety situations
that cannot be foreseen, thus we recommend that the user read and follow all safety messages in the
available manual, on all equipment they use, including vehicle manuals, as well as internal shop docu-

ments and operating procedures.

Some important points:
Block all wheels of the vehicle when testing. Be cautious when working around electricity.
Do not ignore the risk of shock from vehicle and building-level voltages.
Do not smoke, or allow sparks/flame near any part of the vehicle fuel system or batteries.
Always work in an adequately ventilated area, vehicle exhaust fumes should be directed towards the
exit of the shop.

Do not use this product where fuel, fuel vapours, or other combustibles could ignite.

In case any technical difficulties occur, please contact the
Abrites Support Team by email at support@abrites.com.

www.abrites.com
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1. Introduction

The Abrites diagnostics for Mercedes Online is the next generation in the evolution of the Abrites Diag-
nostics for Mercedes. It provides dealer level diagnostics, live value and diagnostic trouble code moni-
toring, locating and clearing in order to assist the diagnostician to locate and resolve any issues with the
vehicle at a dealer level in the environment of their own workshop. It can be installed on any Windows

based system higher than XP and requires an AVDI interface to operate.

www.abrites.com
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2. Using the Abrites diagnostics for Mercedes
Online

The Abrites diagnostics for Mercedes is an online application and as such it requires the
computer you have installed it on to be connected to the internet. We can suggest a
connection to the internet via 3G/ 4G from a mobile device as well as a WI-FI network.
Please ensure to have port 8443 allowed by your internet service provider in order to

ensure the correct functionality of your Abrites diagnostics for Mercedes Online.

Using the icon in the top right of your soft-
ware screen you will be able to see the in-
ternet connectivity and signal strength and ” jalt
the three horizontal lines will allow you to D[ll:] 1'";
choose a language in which the software to

operate:

When you open the Abrites Quick Start
you can select the Abrites diangostics for

Mercedes lcon:

Mercedes-Benz

After clicking the Abrites diagnostics for Mercedes Icon you will see the software start up. The software
will automatically start detecting the vehicle your AVDI is connected to. Once that is done you will see
a list of modules. You will also have the ability to choose to select a car by the model as well as by the
vehicle VIN number in order to assure correct vehicle selection of the software. It is customary for Mer-
cedes-Benz vehicles to share modules throughout the vehicle models and shared platforms. For this
reason we strongly suggest for you to select the vehicle by the VIN number so that the software best de-
termines the vehicle in the best way possible. This means that the software will be able to get the full List
of modules and this is preferred to be done by VIN. For example a vehicle like the W218 (CLS 2nd gen-
eration) uses many modules from the W212 (E class) on which the CLS is based. It is the same for the X
(W)164 (ML 2nd generation) which shares many electronic components with the W221 (S class). This is

www.abrites.com
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something we need to keep in mind while operating with Mercedes-Benz vehicle as a whole because

sharing components is a strong part of the company’s principle. For this reason we need to stress on se-
lecting the vehicle by VIN.
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There is also the option to select the particular ECU from the vehicle which allows operating specific

modules in cases where a problem with the overall communication is present.
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There can be different approaches to starting work with Mercedes-Benz vehicles via the Abrites diagnos-
tics for Mercedes but we suggest to start by automatically allowing the software to determine the vehicle
type and begin communication. Once that is done it will find out what the car is and will then populate

the list of modules. If this is not possible the software will generate the following message:

B | ABRITES [hagnastics 316 wwwabriles com O

Honsks  Meuslks

i Hami Bear sighiciey Detectig

B
=1
&

Failed to detect vehicle

Can not read correct VIN!

Impossible automatic detection!

Please return one step back and select vehicle manu

As mentioned above a reason for such message can be that the car is compiled from different modules or
that the modules do not have VIN numbers inside them. In most of these cases the Abrites diagnostics
for Mercedes Online will come up with a message saying that it cannot locate the vin. This is the “Can
not parse VIN ...." case. In both of the cases described above we recommend the selection of the vehicle
by VIN number. This is to be used in cases when the vehicle cannot be automatically detected when the

software is started.

IMPORTANT: If the car is automatically detected by the software but the list of modules does not appear
we have the same situation like described above(the “Can not parse VIN ...." case). This problem is often
present with the US models due to the different VIN format which leads to wrong parsing. In such cases
you will have to enter the VIN manually in the following format followed by the Enter button. Here is a
simple example of a Mercedes Sprinter (W906, W221) : xxx906xxxxxxxxxxx , where 906 is the chassis
number. When you are working on a W221 it is always recommended to enter the VIN manually in the

same format as for the US models.

www.abrites.com
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Searching the vehicle via its VIN number is done via the VIN search field in the top left of the screen:

&1 ABRITES Lhagnoatics 318 weww.abifascom

il &

G==___>  Select Model
-
=
__- —

<

®6
a
b

Here you can enter the VIN and determine the car which needs to be made of 17 digits. These VINs
can be found in various places in the vehicle. The scan by VIN only starts after the “Enter” button is

pressed. If an impossible VIN is selected you will see the following message:

Al ABAITES Diasgrcatics 30 6 weay sbaiies com

Fercades | Heroades
4 i [ri Cwnrsing ‘ﬂﬂ @

Wrong VIN detected!!!

There is no data for such a car!
Please return one step back and select vehicle manu

VIN: WDC164555abedefgg

Only if all the previous methods fail do we suggest that you select the vehicle by chassis code.

www.abrites.com
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If for some reason you see the error above or if you are unhappy with the results shown you can select

from a full list of the electronic control modules installed in Mercedes vehicles worldwide.

Once you reach this step you have a list of over 1300 separate electronic control modules which you can

select from. We strongly suggest that you use the search option here in order to select the module you

are looking for to avoid confusion.
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As you can see the list is large and you can search to select the unit you are looking for.
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Once you have connected to the car you can see the following information:

« | rome | M Y Deecng al @
Protocol KWP2000/CAN500
VIN: 4)GBF86E68A311815
Vehicle 164.886

GL 500 4MATIC

Getting list of modules...

Continue

In the particular case we have a W (X) 164 which we can can start diagnosing. Press “Continue” Once you

press continue you will see a list of the modules installed in this vehicle:
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Each module has full identification and can be read with all the data included in it for diagnostics. As you

can see we provide multiple languages and the identification is done in the language you find fits you best:
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As you can see you can select multiple live values to monitor depending on the best way

you find fit to diagnose the vehicle.
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All the data can be viewed in the language that fits you best.
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Live values can also be viewed as a table and saved in order to be used for later analysis.
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Using the fault code function allows to view the fault codes, read them, check all the details in regards to

them and then clear them after the issue is resolved.

] ABRITES (Ragnestics 316 waw sbribes.com 1
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As you can see the level of details here is very high and is on par with the OEM diagnostics. Once again

this is a complete solution ad provides multilingual support:
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For advanced users we also provide the option to send custom requests to the electronic modules in the
vehicles.

|| ABRITES Diagnostics 316 www.abrites.com =

Mecnde | Merondes Custom
< — Bens Vet TR e - ﬂlﬂ @

| Send: 22 F1 %0

Tz 1003
s 5 008 00 14 05 08

Te: Z2F1 00
o 62 Fl 0002 2F 19 01
T: 22 F1 90
s 62 FlL 90 57 44 44 32 30 35 30 30 34 32 52 30 31 36 385 33 34

The current version of the manual describes just the beginning of the development of the Abrites diag-
nostics for Mercedes. We will continue the development of the software by adding special functions to
assist our customers and provide them with an incomparable solution for Mercedes-Benz vehicles. In this
manual we will continue adding information about the software itself as well as the philosophy of Mer-

cedes-Benz diagnostics - old, current and new.

www.abrites.com
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3. Abrites diagnostics for Mercedes Online
Buses and Trucks

Using the Abrites diagnostics for Mercedes Online you can perform diagnostics for Mercedes-Benz bus-
es and trucks. With the help of the Abrites online platform you can scan for units, observe the identifica-
tion of the modules installed in these trucks and buses, read DTC (Diagnostic Trouble Codes), clear the

DTCs and monitor live values. You can perform these features in the following way:

1. Select if you are working on a car, truck or bus: 2. Here is what the bus menu looks like:

| ABRITES Dlagnontics 316 weew sbrtsezom L b |A] ABRITES Diagnastics 31.6 wwev.abrites.com = a x

< | g | Mome Jl & ¢ | Home | Mo | Vs uil @

Please select : Select Model

- N - d wh R OE
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‘“.,_ P e Y ug
Towrine { Town TRAECGD MULTEGD TOUREWD

INS FPS <y
4 EURO EURO v
Vi Vi
M5 Eun RS Cun b U Seletion

Here is the start scan of the buses:

3. Full scan of the modules inside the buses and trucks including the number of fault codes

registered in each of them:

Insdrumsmd, Wariant: Vi

Comman Powarirain Condroliar, Vanank: App 0216

B - Motorstyring (10A20], “ariart: mom_0x01 0008

TEMY Transmission Control Modsle Vosh,  Vasiant BASIC

e Fauke RCM Retarder Conirod Module, Warianl: 0314

ROFO1T 3 FALILTS ROF frant radar sengorn,  Varianl ooy

ACKMOIZT 1 FALILT ACK - Exhaus] aftenraatment (17A03), Varianl acm_ 0x0845

MPCAT 1 FALLT MPCConinol unilMultfumcton camera, Warianl
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Once you enter a module you can see the identification of the module itself and on the left

side of the screen you can see what options you have with each module:
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5. Live values in query mode:
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6. Full module identification:
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7. After scanning for faults you can enter each module and read the fault codes in full details as

well as any possible solution where one is available. All of this is under the details menu - when

the error occurred, what it is exactly and so on:
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4. Mercedes Coding

The coding in Mercedes will allow you to change different parameters related to functionality of an unit.
It is important before making any changes in the coding groups, to save all current coding as backup. A

warning will be displayed:

[£] ABRITES Diageecarics 316 wwaabiits.com - o

Tk | Marabs

x
{ | Home “5_,___ ahicen | 1EF88G | K164 | Coxiing ‘ 1"3!}

Weming!

It b5 stvongly recemmardad tn SAVE ALL bakom

coding!
Incorrect enclisg may cavuse unpreciciabie befeeacor?
Thies fusctisrality i ntended 03 b wad by
esparitn USRS o Fhadr e RISK!

(04

Please wait... 3 e

Some parameters cannot be edited and the software will display a message if such a parameter is changed:

CAMMNOT SAVE CODING DATA 11!
Same af the coding groups are protectad!

[t is strongly recommended not to try to change
this coding!!!

Read All process is abarted!
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To enter the coding menu, please autodetect the car model or select it manually from the model list,

enter the unit you want to code and enter the “Coding” option:

B | ABFITES A1G Ay,
o | s v | x| e all &
TIH HEA mlﬂ
Cral AN .
OWN-Berechnung fertig Parars: 1

Explizite Variantencodierung  Perams: 1 [SEGNLIM=02]
HEX Variantenoadierung Params: 1
Implizite Varantencodierung  Perams: 69 [SEGMUM=01]

W Datenstand Farams: 1

ABERITES

After the changes are made, you can write the coding using the “WRITE GROUP” button. You can change
as many parameters as you want, followed by “WRITE GROUP":

4] ABRITES 316 wwwsbriescom
€| v | g | e | e alll &
| emer CODING GROUP VED_Implizite Varlantencodierung’
Frra IFElgente_FKIaraDenanung_ 1L N 1S IELL= WENGEnT engine ot o &=
Lnad Dt ECO_Anmsge Mo 16 ECO_Anzeige
MWAGR Mo 17 MWAGR o
VES Mo 1B VES
Vernetzungsanchitekiur %o 18 ‘ernetungsarchitestur
Communication_Unit_Zu_ Mo 20 ‘Communication_Unit__CU_
Haptisches._Fahrpedal __FFAF_ %ol FFaF= Force Feedback Aocelerator Pedal
Diagnoseumschaltung_EU_USA Mo 23 Dizgnossumschakung_EU_USA
ABRITES
Setzitalia bt ashzvsiilan -
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The following screenshot shows how to change the VMAX parameter responsible for the speed limit:

5 ke | R 125 = se1T | |
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210 krvvh £ BRB0E: 130 ki

240 krivh £ BRB0E: LL2 ki 1 EREID. I35 kim'h

The next screenshots show what the menu for activating/deactivating side sensors looks like:
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5. Mercedes ECU Flashing

The Mercedes ECU Flashing option will allow you to flash the control unit using a CFF file as shown in the
screenshots below:
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6. Mercedes FBS4 Manager

The Abrites Mercedes FBS4 Manager is a special function dedicated to the latest generation Mercedes-
Benz FBS (DAS) related modules. It is where all the functions for FBS4 (around 2015+) vehicles will be
developed. For the moment the focus of the function falls on its service related abilities. It allows the
following for modules installed in Mercedes vehicles equipped with the FBS4 generation of DAS:

Renewal of FBS4 7G Tronic units 7229 (VGSNAG2). ALL BY OBD or internal CANBUS.
Renewal of FBS4 CRD 3.X Engine Control Units. ALL BY OBD or internal CANBUS.

The FBS4 Manager can be opened once you enter an FBS4 module and clicking the “FBS4 Manager”

button on the left side of the screen. It is very important to follow the instructions as per the screenshot
to avoid damage :

Wery Importan Warring!

Piease be aware that swery mep you bake aler ths may G
chorvieng 6o 1 coerent Farcliing of the wehid el
‘Snoe it s mab in ger contrgd - o reguned conditioes and weers

Phisir) proiea] af wier femhy RISK!

1t i highly recom s bo conmect ecbamal goever supply beiore
sharting these proosdures!

Ok

This is what the process looks like once the renew operation is started:

Do ok switch off pawer supsly or stop the: process! |
This can damage the Electronic Control Unit! |

Pleace wail ... 458
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The FBS4 funcitonality offers the change of VIN in the supported units:

1. Writing the VIN 2. Reading Flash

m

Flasms mmisy sme VI8 mmbmr Imamdlp 57 sharesisrs] aml press Covilms o

3. Uploading the modified Flash 4. VIN writing has successfully finished
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7. Smart Functions

DPF mileage reset smart function - this function will clear all the DPF distance history. Select the ECU

from the diagnostics menu and select SMART functions. The following message will appear:

| ABRITES 07
% v | MU e | W | v | ol o &
SMART Functions
DPF MILEAGE RESET  [D#12 Thig Fundtion resets DPF mileage

I Orda 10 Gkl @t @ succeselil DFF rageranon has 18 be done ot Snecut on of e

function.
D i fhin, ot Hue sl of s poceduns, i smart fnction mill s # 0P mgeasrson, Thet i

iy it the Fenction ks exsoried suctesshully, the car should be driven a cerlain Sistanoe with
thi: cagine tomperature higher o ogudl 30°C, the RPMS has to be moee thas 15083, J mininum LS
Fitsars Fumal i T Lok arnd sl coreslasd wedoraly Tor s vk detans.

In czee of enging molfenctiane {BTTE] & muccesshsl BPT regenemmtion connok be done st sll!

VERY IMPORTANT NOTE:

If the total distance of the car has been manipulated (total distance is decreased) even the fact that the
function will finish successfully, this will immediately cause a DTC generation due to the fact that a DPF
mileage distance more than 400km will be set (due to a negative calculated distance value).

In this case, a successful DPF regeneration will never be done!

To solve this issue, there is a 15 minutes test in the official Mercedes diagnostic tool which has to be

executed!
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Mercedes  Mercedes SMART
e s e 228

'DPF MILEAGE RESET" is finished successfuly!

OK

DPF 400% ASH DTC RESET - this function will allow the DPF regeneration and reset the DPF Ash DTC
P245900. Select the ECU from the diagnostics menu and select SMART functions.
The following message will appear:

SHARIT Funtion

‘Eﬂﬁmmm‘r ez mmmwmm:!_m:::'

PP MLEAGE RESET a1z This Funchizn resets. OPF milssge
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Actuators, Routine Tests, |O Controls, Adjustments/Calibrations added.
The “Actuators” and Routine tests” buttons will appear once you choose the module form the list and
click on “Unit Info™
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Here is a list with some other SMART functions:

“SEAT BELTS ALARM” - “Activate/Deactivate seat belts alarm warning”
- SupportedUnits: 1C222

“MAX SPEED LIMIT” - “Set/Reset of speed limit to max value”
- SupportedUnits: MED177, MED40, ME97, CR6EUS5, CR6BINSEU6

“V I M” - “Activate/Deactivate video in motion”
- SupportedUnits: HU5, HU5 ENTRY, HU5S1, HU 204, HU45,
HU221, HU221EVO - At the moment we support the older models only but we will have

a solution very soon.

“AMG START UP DISPLAY" - “Activate/Deactivate AMG start up display”
- SupportedUnits: HU5, HU5 ENTRY, HU5S1, HU 204, HU45
HU221EVO, HU221 - At the moment we support the older models only but we will have

a solution very soon.

“CAR ANDROID PLAYER” - “Activate/Deactivate car play android auto”
- SupportedUnits: HU5S1

“SUN ROOF CALIBRATION" - “Initiate sun roof calibration. WARNING: If runnig, anti-pinch detec-

tion will not be activel!”
- SupportedUnits: TSSR166, TSSR176, TSSR_204, TSSR 212, TSSR 246
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“360 DEGREE VIEW CALIBRATION" - “Calibrate ALL cameras of 360° suround view system”,
/FunctionDescription/
- SupportedUnits: “SVS207”

“SVS FRONT CAMERA CALIBRATION” - “Calibrate FRONT camera of 360° suround view sistem”
- SupportedUnits: “SVS207”

“SVS REAR CAMERA CALIBRATION” - “Calibrate REAR camera of 360° suround view sistem”
- SupportedUnits: “SVS207”

“SVS RIGHT MIRROR CAMERA CALIBRATION” - “Calibrate RIGHT mirror camera of 360° suround
view sistem”
- SupportedUnits: “SVS207”

“SVS LEFT MIRROR CAMERA CALIBRATION” - “Calibrate LEFT mirror camera of 360° suround

view sistem”
- SupportedUnits: “SVS207”

“DPF MILEAGE RESET” - “This Function resets DPF mileage”
- SupportedUnits: CRD3, CRD3S2, CRD3H

‘ADDLUE EMERGENCY START” - “Allow engine start in case of remaining Okm of ADBLUE”
- SupportedUnits: “CR60LS”

www.abrites.com
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IMPORTANT:
ScanAll == Connect

‘ECU Selection’ is intended to be used for collecting of a custom car’s device Llist.

For example if the modules cannot be identified when performing diagnostics in the car, the user can

collect a list of units which corresponds to the car and to start ‘Scan All” of all those units.

That is why using of button ‘Connect’ (instead of ScanAll) is confusing due to the fact that if you have
collected a list of 100 devices, it is impossible to connect with them in parallel.

When the list with the selected devices is done, clicking on ‘ScanAll’ button will start the procedure for

scanning of every selected unit.

When scanning process is finished, every existing and detected unit from the list will be shown on the
screen as it is done after automatic detection and scanning of a normal car.

Of course, there is no limitation about the number of the selected devices - it could be from 1 to thou-
sands, so you can use it also for testing of a module on your desk, by selecting of only this module in the
shown list and just pushing ‘Scan All" button after that - if the device is connected and works properly,
you will see it after scan process and you can continue with your work. If the device is defective or not

connected properly you will see an empty list (blank page).

www.abrites.com
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8. Odometer correction using
MNO30 FBS4 instrument cluster calibration and
EM008/EM014/EMO018 (old EM009)

With the use of MNO30, the correction of the odometer in W205/W222/W213 and related models is now

possible.
For W213 (up to 2018) and related models the procedure is done with the designated EM014 emulator,
For W205, W222(up to 2018) and related models, the EMO08/EMO018 (old EM0Q9) should be used.

There are two types of FBS4 instrument clusters:

1C222 - fitted in W205, W222 (up to 2018)
1C213

IC213 (up to 2018) - W213 (up to 2018) and related models
IC213 (2018+) - W213 (2018+), W222 (2018+), W463 (with 1C213) and related models

Models with dashboard 1C222 type require emulator EMO08/EMO018 (old EM009)/EMO14 to be installed
to block the synchronization with the EZS.

Models with dashboard 1C213 (up to 2018) type require emulator EM014 to be installed to block the syn-
chronization with the EZS.

Models with dashboard 1C2013 (2018+) do not require an emulator to be installed as the MNO30 license
disables the dashboard synchronization with the EZS.
EMO14 emulator is required only if MNO29 license is used.

www.abrites.com
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MNO30 is also used to replace 1C213 (2018+) instrument clusters - make them virgin and then adapt.

Here is the connection diagram for 1C213:

EMULATOR

g+ onp CANH CANH CANL canL
i ND' (orange) (red) (purple) (blue)

CANL

>

p- 4

GND

VEHICLE

B+

DASHBOARD

Here is the connection diagram to the Powertrain (green) CAN-BUS for all other instrument clusters
which have 2 CAN H-CAN L pairs:

EMULATOR

CANH CANH CANL CANL

B+ GND (orange) (red) (purple) (blue)

N CANL 112 (GN)
W . o
d 3% CANH 513 (GNW )L
= 2
LIJ GND 1 I
> w
B+ a g
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EMO008:
Supported models:

W204 and related models

W212 and related models
W17/W176/W246 and related models
W166 and related models

W205 and related models

W222 (up to 2018) and related models
W447

EMO009:

It comes equipped with a cable set (jumper)

which is used to connect to the cluster directly.

Supported models:

W204 and related models

W212 and related models
W117/W176/W246 and related models
W166 and related models

W205 and related models

W222 (up to 2018) and related models
W447

EMO014:

Supported models:

W204 and related models

W212 and related models

W17/W176/W246 and related models

W166 and related models

W?205 and related models

W222 (up to 2018) and related models

W447

W213 (up to 2018)

W463 (with 1C213) (emulator is not required if M?

www.abrites.com
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EMO18

The ABRITES EMO018 emulator is designed to assist the odometer calibration when this cannot be done
by diagnostics.. It comes equipped with a cable set (jumper) which is used to connect to the cluster di-

rectly.
Supported models:

A-class/GLA-class (2012-2019) - W176, W117, X156 and related models based on the same platform
B-class (2011-2019) - W246 and related models based on the same platform

C-class/GLC-class (2007-2021) - W204, W205, X256 and related models based on the same platform
E-class (2009-2016) - W212, W207 and related models based on the same platform
M-class/GL-class/GLE-class (2011-2018) - W166/X166 and related models based on the same plat-
form

S-class (2013-2018) - W222 and related models based on the same platform

Vito (2014+) - W447 and related models based on the same platform
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Red - 12V+
Brown - GND

Dashboard connector

legend:

Purple/White - CAN H
Purple - CAN
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9. Exhaust flaps - adjusting air flow through the
exhaust

Most modern Mercedes-Benz performance cars are equipped with Mercedes-Benz exhaust flap technol-
ogy for adjusting air flow through the exhaust, affecting sound, performance, and comfort.
Mercedes-Benz flap technology works in conjunction with DYNAMIC SELECT Driving Modes. When a
mode is selected, the exhaust flaps, located inside the exhaust near the rear bumper, allow more or less
air through the exhaust piping. By allowing more air through, the engine will sound more aggressive and
can possibly add a little bit of power, sacrificing efficiency and noise reduction.

Actually, the exhaust flaps have more to do with sound than actual performance. If you are drivingan AMG
SL65, you might notice more of a power gain than if you are driving a CLA45, but in reality, it is only a few

horsepower. That being said, the sound change is like magic and gives driving a really fun twist.

To make the Exhaust flaps coding, you can follow the steps below:

1. Enter the Special Functions menu

Spedial Functions

L R il e Fxdun i Fage, S b

2. Enter “Exhaust Flaps” and make the desired changes

Eehaust Flaps (CPC_NG)

A AT St AGH riht et . AGH, Nt vt
AADONIG AT AbEIODE G IR

LI Ewige Masiikiiappen e Al s kg e

ABRITES

After making all of the desired changes, click the “Write” button to save the changes in the car.
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10. CPC Torque limiter - limit the torque output of
the ECU

The CPC Torque limiter functionality allows the user to limit the torque output of the ECU, so even if a
tuner manages to achieve higher, more efficient toque curve figures, the ECU will still be hindered by the
CPC. There are built-in limitations and the ability AVDI ofers is to reach said limits. Here is an example:
Mercedes W206 C180. The car comes with a torque capacity of 250 N m (184 Lb ft) at 1,800-4,000 rpm
but a tuner can achieve 500 Nm of torque The CPC of this car in its factory form is set to a maximum of
300 Nm (just to be safe for overboost applications) and the maximum capacity the CPC can be unlocked
to is 420 Nm, so the tune applied to the ECU must be created with that in mind, it will not be able to
spread to its full potential.

To make the desired changes, you enter the Special Functions menu after selecting the model you're
working on and them select the “Torque Limiter” option. Make the desired changes and then click the

“Write” button to save them:

1. Torque Limiter screen in the CPC unit (CPC_NG):

1021 |'f':-?:|"-| Torur limiber .ﬂj.t.: {':'}

¢ | tome | vpme | e '
Torque Limiter (CPC_NG)
juribe
Peloammnten begrerinng MFAS Indes Fomenienbegrersung FFED ndax 1 dormentsntegrennung M Ind |
A TA A TR ChTiaTes Py iy AT rchi, Bl -
ABRITES
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11. VMax calibration - Speed Limiter

The speed limiter is again managed by the same two modules and once again we need to have in mind that
the CPC has pre-defined values for that too and we can reach the maximum so do not expect 330 km/h+
from the same C180 from the example above. Let us take the C217 C63 AMG as an example - the earlier
version, equipped with a 5.5 litre twin turbocharged engine can reach a maximum speed of 310 km/h in
“de-restricted” form while the facelifted model (4.0 litre twin turbocharged) is forced to make due with
just 300 km/h. Both are a great improvement over the stock 251 km/h. To make the desired changes, you

can follow the steps below:

1. Enter the diagnostics screen and do a Scan
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3. Enter the Smart Functions menu and set the limit values:

SMART Functions

i SFEED LT o P o pe B 1D L e

4. You can also make the changes in the CPC unit (CPC_NG):

ABRITES Diagnostics 33.2 www.abrites.com

Mercedes Mercedes SMART
£ | tome Benz Vehicies 213.023 | PCNG | pynctions

SMART Functions

MAX SPEED LIMIT D1 Set/Reset of speed limit to max value

&
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12. Special Function “Speed Limit Calibation”

The new development of our company is focused on Speed Limiter Calibration for Mercedes eVito 447
- electric vehicle. This functionality lets you change the pre-set speed limiter of the vehicle with both
higher or lower value. In order to use it, you need to open the Special Functions Menu and open Speed
Limit Calibration icon. As seen in the screenshots below, there is a dropdown menu, which gives you pos-
sible speed limits, and also the current speed limit is shown. You need to choose the speed limit of your

preference, and click the “Write” button, and the procedure is complete.

Special Functions

Lz N

P cawc Ty ConfTaay Bt flogs Toroue i e e L

c| e | e | e | am | e, | e al @
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13. Special Function “AdBlue Reset”

This special function can be used to reset the AdBlue system after component replacement or to clear
the remaining mileage warning on the dashboard. It also allows you to read and clear diagnostic trouble
codes (DTCs) from related system modules.

ABRITES Diagnostics 357 www.abrites.com = [m] X
< Home Mercedes Mercedes Chassis Special AdBlue I]” s
batk Benz Vehicles Functions Reset AMS valid until May 21 2030 ollLll ¥

AdBlue Reset

1 AdBlue Reset

This procedure is performed when the adblue components are replaced or remaining mileage is displayed on the

dashboard. Ad
Blue

2 After execution

After the procedure it is reccomended to clear all dtc from the modules

Execute
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